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RIGHT OF WAY LINE

A, USE EXISTING SPAN WIRE FBR THE INSTALLATION OF PROPBSED
~ LOOPWIRE (SEE WIRING DIAGRAMY.
B. . USE EXISTING STEEL STRAIN POLE.
C. USE EXISTING CQNBUIT :
D+ USE EXISTING CABINET AND CONTROLLER.
E. INSTALL PRQPGSED 6X30 LOoP DETECTOR AS SHOWN.
| Ff;'REMlVE EXISTING GVERHEAD SIGN.
' G. INSTALL. PRGPBSE@ HANDHOLE AS SHOWN.
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GENERAL NOTES

L

1. ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THIS PLAN ARE SCHEMATIC ,-1»-
ONLY AND MAY NOT BE COMPLETE. THE CONTRACTOR SHALL BE RESPONSIBLE FOR g : .
NOTIFYING MISS UTILITY PRIOR TO CONSTRUCTION SO ALL UTILITIES MAY BE LOCATED | S
IN THE FIELD. IF THE CONTRACTOR RECEIVES INFORMATION THAT A CONFLICT BETWEEN THE -}
UTILITIES AND THE TRAFFIC SIGNAL WILL OCCURs THE CONTRACTOR SHALL NGTIFY THE PRBJEC? 1
ENGINEER IMMEDIATELY SO THAT THE CONFLICT MAY BE RESOLVED.

f'-INSTALL PROPOSED 2 INCH SCHEDULE 80 CUN@UIT TRENCHE@ CONNECTING TG EXISTING SIGNAL POLE ELBUW
1. - INSTALL PROPOSED 6’ X 30':LOOP DETECTOR AS SHOMWN.
.+ REMOVE EXISTING HANDHGLE |

- APPROPRIATE TERMINALS AND PROPERLY LABEL EACH CABLE END.
CAP AND ABANDON EXISTING CONDUIT

3. CONTRACTOR SHALL PULL BACK EXISTING 2-CONDUCTOR CABLE FROM THE HAND BOX TO BE
REMOVED TO THE CABINET AND INSTALL NEW CABLE FOR THE PROPOSED LOGOP DETECTORS.

4. CONTRACTOR TO CONFIRM LOCATION OF EXISTING HANDBOX NEAR THE EXISTING CONTROLLER
CABINET PRIDR TO CONSTRUCTION i

5. PAVEMENT MARKING AND GROUND MOUNT SIGNS SHALL BE INSTALLED BY OTHERS. |

e N ‘L. INSTALL 1” LIQUID TIGHT FLEXIBLE NON-METALL IC ELECTRICAL.
f”_{i; o "~ CONDUIT (DETECTOR WIRE SLEEVE).

1 M. INSTALL OVERHEAD SIGN | | , | S :
R N. - INSTALL 24 INCH HEAT APPLIED. WHITE PERMANENT PREFORMED ?HERMBPLAS?IC STOP LINE. | /
. . :0.',EXISTING LOBP TO BE ABANDONED. - E - -/
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2. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL CABLE TO THE l‘ 1




